cce

Luminaires

LIGHTING &
EQUIPMENT

Housing : Die cast aluminium body finished in black color
Painting : Polyester powder coated
Gasket : Weatherproof and durable silicone rubber

Louver : Concentric extrude aluminium with black finish PAR 38/120 W Spot type
Cable Entry : PG11 nylon cable gland with VDE 3x1 mm? = R kom
1 M long 2085 | 570 4
Fastenning : All external screws are made of stainless steel ‘ 2064 | 1030| 3|
Lamp Adjustment :  Fully adjustable bracket allowing \ I 5043 | 2320| 2
360° rotation and 0-90° elevation {
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Mounting : Ground spike - GDS 211/s
Base plate - GDS 211/B
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Housing : Die cast aluminium body with precise fins for heat
dissipation finished in black color
Painting : Polyester powder coated

Gasket : Weatherproof and durable silicone rubber PAR 38/120 W Spot type

Cable Entry : PG11 nylon cable gland with VDE 3x1 mm? = lluminance Cone e m

1 M long #085 | 570| 4

Fastenning : All external screws are made of stainless steel ‘ #064 | 1030| 3|

Lamp Adjustment :  Fully adjustable bracket allowing \ I 043 | 2300 2
360° rotation and 0-90° elevation (

. . ©0.21 9300| 1]
Mounting : Ground spike - GDS 221/S V

Base plate - GDS 221/B
PAR 38/120 W Flood type
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GDS 251

Housing : Die cast aluminium body with precise fins for heat
dissipation finished in black color
Front Cover : Flat cover made of die cast aluminium finished

in black color PAR 38/120 W Spot type
Painting : Polyester powder coated = lluminance Cone k_|m.
Gasket : Weatherproof and durable silicone rubber 5085 | 570| 4
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Front Glass : Clear toughened safety glass

Cable Entry : M18x1.5 brass cable gland finish in silver color

Fastenning : All external screws are made of stainless steel { worr | sl 1

Control Gear : Remoted transformer in waterproof box for 1 V [

QRI111 lamp g A

Lamp Adjustment :  Fully adjustable bracket allowing :I o [ Fl':"d "

0-90° elevation I

Mounting : Ground spike - GDS 251/S oL T2
Base plate - GDS 251/B
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Accessories Installation Guide

Waterproof box
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On Concrete In Soil
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